
 

Town of Cary 
Grease Interceptor Detail 

Town of Cary required design for all precast concrete grease interceptors 1000 gallons and greater in size 
Please refer to individual details for Town of Cary Inlet and Outlet Sanitary Tees and Hydraulic Jump Sampling Vault 

6 - 8 inch openings to access 
baffle tees or one 24-inch 
manhole ring and cover centered 
for access to baffle tees  24 inch opening to 

accommodate a 24-
inch manhole ring 
and cover 

Pipe shall extend 2-3 
inches beyond interior wall 
of sample vault 

Hydraulic Jump 
Sample Vault 

Vault shall be filled and 
formed to slope toward 
outlet pipe 

Outlet 

6X6X4 or 6X6X6 outlet 
tee with double Y 
extending down 50% of 
the static water depth 

6 inch baffle wall tees. 
Extending down 30% of 
the total static water 
depth.  

Inlet sanitary tee shall extend 14 
- 18 inches below static water 
level.  Inlet sanitary tee shall 
have a two-way cleanout with 45 
degree fittings angled toward the 
bottom inlet tank corners 

2/3 Length 1/3 Length 

Note: Not to Scale 
Illustrated by: 
Donald Smtih 
Town of Cary 

24 inch opening to 
accommodate a 24-
inch manhole ring and 
cover  

Inlet  

Static Water Level 

24 inch opening to 
accommodate a 24-
inch manhole ring 
and cover 

4-6 inches 

Grease interceptor and Sample 
Vault shall be H-20 bridge loaded 
if set in an area subject to vehicular 
traffic 


