STANDARD TEMPORARY SKIMMER BASIN

NOTES:
1. DRIVE STEEL FENCE POST AT LEAST 18 INCHES INTO SOLID GROUND.
2. WOOD POST ARE NOT ACCEPTABLE.
3. DIRECT WATER TO TOP OF BASIN USING STABILIZED DITCH, SLOPE DRAIN PIPE OR OTHER APPROVED METHOD.

FLOW (SEE NOTE 3)

BAFFLES WITH METAL T-POST, WOVEN WIRE FABRIC BACKING AND CORR FIBER NETTING

BOTTOM ANCHORED WITH STAPLES

SEE BAFFLE DETAIL (THIS SHEET)

SKIMMER WITH RETRIEVAL ROPE (SEE DETAIL 04000.18)

TOP OF DAM 5'-0"

SEDIMENT PIT

WEIR

STONE APRON WITH FILTER FABRIC

PERSPECTIVE VIEW

Baffle Detail

CORR FIBER MATTING, SECURE WITH NYLON ZIP TIES

ZIP TIES

GROUN

ZIP TIES

STAPLES

T-POST

FLOW DIRECTION

WOVEN WIRE FABRIC, SECURE WITH NYLON ZIP TIES

36" MIN.

18" MIN.