MEDIAN TREATMENTS FOR NARROW MEDIANS

STAMPED CONCRETE MEDIAN SECTION VIEW
(USE THIS DETAIL ONLY ON NCDOT MAINTAINED STREETS)

- 7" THICK, 3000 PSI, CONCRETE WITH STAMPED BRICK FINISH.
- EXPANSION JOINT
- STANDARD MEDIAN CURB & GUTTER
- 6" COMPACTED CABC
- COMPACTED SUBGRADE 95% PROCTOR

BRICK PAVER MEDIAN SECTION VIEW

- 6"x 6" FILTER FABRIC OVER DRAIN HOLE
- 2" DRAIN HOLE FILLED W/ PEA GRAVEL 25' O.C., 12" O.C. LOWEST 100'
- EXPANSION JOINT
- STD. MEDIAN C&C
- 1/2" SETTING BED
- 3/4" SETTING BED
- EXPANSION JOINT
- 4" COMPACTED CABC
- COMPACTED SUBGRADE 95% PROCTOR

LANDSCAPED MEDIAN SECTION VIEW

- VEGETATION
- EARTH MATERIAL

NOTE:
ALL MEDIANS LANDSCAPED THROUGH DEVELOPMENT PROJECTS SHALL BE MAINTAINED IN CONTINUUM BY THE HOME OWNERS ASSOCIATION (HOA) AND/OR DEVELOPER.

DETAIL No.
03400.06

EFFECTIVE: 05/15/20

2" x 8" BOMACRON TEXTURED, RUNNING BOND BRICK PATTERN. USE BOMANITE, BRICK RED BC-1 CH-00040-60, COLOR HARDENER OR EQUAL PRODUCT.

2" x 8" x 2 1/4" BRICK PAVER.
USE PINE HALL BRICK, ENGLISH EDGE ROSE FR, HERRINGBONE PATTERN.

2" x 8" BOMACRON TEXTURED, RUNNING BOND BRICK PATTERN. USE BOMANITE, BRICK RED BC-1 CH-00040-60, COLOR HARDENER OR EQUAL PRODUCT.