**POST MOUNTING DETAIL**

- **GALVANIZED WASHER**
- **NYLON WASHER**
- **TUBULAR STEEL POST, 2\(\frac{3}{8}\)" O.D. UNLESS NOTED OTHERWISE**
- **5/16" x 3 1/2" GALVANIZED, ONE-WAY VANDAL RESISTANT BOLT**
- **5/16"-18 GALVANIZED TRIDENT NUT**

**NOTE:**
1. COLOR CODE REFERENCES THE PANTONE MATCHING SYSTEM.
2. ALL VISIBLE WELDS TO BE CONTINUOUS AND GROUND TO PROVIDE A SMOOTH SURFACE.
3. SIGN SHALL MEET CURRENT MUTCD REQUIREMENTS FOR COLOR AND REFLECTION.

**STANDARD PUBLIC TRAIL SIGN: CURVES AHEAD**

- **SIGN: MUTCD W1-5. 0.125 MINIMUM GAUGE ALUMINUM, GRADE 6061 OR BETTER.**
- **USE FLAT POUND-IN POST CAP. PAINT TO MATCH POST.**
- **2'-0" MIN. 5'-0" MAX. BOLT (TYPICAL). (SEE POST MOUNTING DETAIL THIS SHEET).**
- **2\(\frac{3}{4}\)" OUTER DIAMETER STEEL POST, PAINT COLOR C-1: PMS 2955 (PUGET SOUND BLUE, SATIN FINISH)**
- **SLOPE TO DRAIN AWAY FROM POST**
- **CONCRETE FOOTING 3,000 P.S.I. @ 28 DAYS**
- **COMPACTED AGGREGATE BASE**
- **COMPACTED OR UNDISTURBED SUBGRADE**
- **FINISHED GRADE**
- **TRAIL/GREENWAY**

**EFFECTIVE: 05/15/20**